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.xx   =  Designates the type of meter and its communication protocol : 

     .02  =         Modbus RTU Serial Communications Protocol (DEFAULT) 

     .03  =         BACnet MS/TP Serial Communications Protocol 

     .04  =         Modbus TCP/IP Ethernet Communications Protocol 
     .04-DC01   DENTCloud Meter with Modbus TCP/IP Ethernet Communications 

     .05  =         BACnet IP Ethernet Communications Protocol 

 

#W =  Designates the type of circuit the meter will be monitoring: 
          2W Single-, single-pole, 2-wire. Voltage 90-600V autoranging. KIT includes (1) CT 

3W*  Single-, 2-pole, 3-wire. Voltage 90-600V autoranging. KIT includes (2) CTs  
4W Three-, 3-pole, 4-wire Wye, Voltage 90-600V autoranging. KIT includes (3) CTs 

     *For 3-phase, 3-Wire Delta applications, use the “3W” model, only (2) CTs are required. 

PART NUMBER examples: 

DI-2W/50-N1-KIT.02  Single-, 2-Wire, Single-Pole, 90-600V, NEMA 1 Wallmount w/(1) 50-Amp Split-Core CT. Modbus RTU. 

DI-3W/100-N4X-KIT.03  Single-, 3-Wire, 2-Pole, 90-600V, NEMA 4X/6P enclosure w/(2) 100-Amp Split-Core CTs. BACnet MS/TP. 

DI-4W/400-JIC-KIT.04-DC01 3-, 4-Wire, 3-Pole, 90-600V, NEMA 3R/4 enclosure w/(3) 400-Amp Split-Core CTs. DENTCloud Modbus IP. 

DI-SA Stand Alone Single Element Smart Meter Part Number Configurator 

-N1- NEMA 1 Wallmount 

N4X Enclosure 

JIC Enclosure 

AMP  =   Current rating of CT(s) to be included in meter kit. Choose one: 
          20 / 50 / 100 / 200 / 400 / 800 / 1200 / 1600 / 1800* / 2000 / 3000 / 4000** k  
                   *Flexible Rope CT: 5.0” diameter. **Rope CT add suƯix for “-7.5” or “-11.5” diameter 

PKG   =   Meter  enclosure type and options: 
- N1-   NEMA 1 (IP10) wallmount, ABS non-metallic indoor rated housing.  
 -N4X-   NEMA 4X/6P* indoor/outdoor rated, padlockable, non-metallic enclosure with viewing window. 
 - JIC -   NEMA 3R/4 indoor/outdoor rated, quarter-turn wallmount steel enclosure, no viewing window. 
                      *The N4X enclosure option is not available for DENTCloudTM meter models. 

Flexible 
Rope CTs: 
23-ft leads 


